ACHIEVE ENERGY INDEPENDENGE

SolaX Power is delighted to announce the launch
of the eagerly anticipated AC charger. The AC
retrofit charger can be installed on existing PV
installations alongside the existing string inverter,
on new systems that require charge from grid
flexibility, but also in properties with no solar -
enabling the end user to store cheap overnight
electricity for use during high-tariff periods.

The AC charger comes with enhanced control
features. A new platform for system aggregation
that will allow for multiple installations to be
controlled remotely is currently under develop-

ment.

*SolaX Portal V2 - Releasing Soon
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FPOWER
Model  XL-Fit-3.7E X1-Ft3.71  XI-Fit3.7C | XLFitA6E  XI-Fit4.6l X1-Fit-4.6C XI-FLS.0E | X1-Fit-5.00 X1-Fit5.0C
Norminal AC power [VA] 3680 3680 3680 4600 50C 500 1999 4999 14999
Max. AC power Al 3680 3680 3680 4600  aso0 499 a9 4599
Rated grid voltage [AC voltage range) [V] | 20/230/240 (180 to 270)

Rated grid frequemv |Hz]
Norminal AC current [A] 16 16 [ 16 [ 20 20 [ 20 217 ] a7 217
Max. AC current [A] I 16 | 16 [ 16 | a1 31 [ 21 [ 7 17 | 217

'Dds'plla:emeni power féctor 'ﬂ.s"i-eadingm b-.S 1éggl_ng
.Tntﬂ harmonic distortion (THDI, rated power) <% -
i’arallei operation Under developmml future update

Load centrol ' Under development - future update (ptional)

Norminal AC power [VA] 3680 AEAGA000 3680 4600 46005000 4600 4959 HISI000
{bypass) {bypass) {bypass)
Max, Aﬁ 'currenr.'lﬂ] : 15 ! 16+21.7 (bypass) lﬁ }i 21+26 (bypass) 21 ii.? 21,7426 [brypass) il,‘f-
Rated grid \mitage (ac voltage range] [V] I ' ' 220/230/240 {180 to 270) )
R.at.ed grid frequenqr [I-Iz] i 50[50

_D-Isplat_:a‘nent power factor 0.8 leading to 0.8 lagging

BATIERY
Eatberyvnltage range W] [ 85-400 I
Reoommended hme-ryr vahage |'u'] | éﬁdv-bt
Max_chargefdischarge power [W] Up to 6000W
Max charge/discharge current [A] | 204 fadjustable)

Peak d'harse.l’discharge current [A] BEM, 305
Cnmmurblcatmn im:erfaczs i cm,.rnsaas

Reverse connect protection I ES
£PS max pawer [VA] 5000 5000 B 6000  GODO 2 [ . %
EPS rated power [VA] © agos 4000 = .50 5000 - o soo0 5000 -
EPS rated voi:ag;e [\I'], Frequency [Hz] 230VAC, 5W€O - 230VAC, 50/60 - | ZSG'\MC 50/60 -
EPS rated current [A] 174 17.4 = 217 217 = 217 17 -
EPS max current [A] 21.7 1.7 - 26 6 - 26 26 -

£PS peak power (W] 8000, 105 B 8000, 105 = 8000, 105 -
Switch time [s] <500ms [ . | <500ms | . <500ms | s

.'I'nt.al harmonic distortion (THDw, linear load) <% - <20 - <29 -
Parallel aperation VES = YES. = VS -
G‘lamemrer de\rice Erternal Internai - F.::ernal [nternal - Exlernal Internal -
Compatible with the generatar YES (signal provided) [ g | YES (signal provided) ; VES (signal provided) [ =
Miax. Battery charge efficiency [AC to BAT) (@fullloa) 95.60% 95.60% 95.60% | 95.60% 55.60% 95.60% 95.60% - 95,60% 95.60%
Max. Battery discharge efficiency (BAT to AC) (@full load) 97.00%  97.00% 97.00%  97.00% | 97.00%  97.00% 97.00%  97.00%  97.00%

POWERCONSUMPTION
Im:efnal oonsn.lmpﬂm (Idle) fw] <3
tdle mode ' s

Safety [EC62109-1/-2 / IEC62040/

EMC T EN 61000-6-1 / EN 61000-6-2 / EN 61000-5-3

Cetification VDE 0126-1-1 A1:2012 / VDE-AR-N 4105 / G83 / G59/ AS4777  ENS0438 / CEI 0-21 /VDE 2510 |
ENVIRONMENTLIMIT
.Ingress p-rDl.ec‘ti-nn FFﬁé i
Oneraﬁng temperature range [*C] -20...... #60°C (derating at +45°C)

Humidity [%) 0355 [non-condensing)

Altitude [m] <2000

Sturage hemnerature I‘C} | -20...... +60°C

Moise emissian (typical) [dB] <40

Over valtage category i (electric supply side), Il (battery side)

Demenslons {wm-lxoj [mm] i-ﬁﬁl"-ﬂl??‘:isi:s

Wedght kel 26.85

Cooling concept Nah.rral

Topology Trmsrmneﬁess

Communlcation Ethernet, Meter, WIF| (optional), RF (aptional), DRM, USB, 1SO alarm

LCD display ' Beaklight 20°4 character

hunnn Capaci:h'e Toudz sense

.Standard warranty fard 5-10 years | dent on country)

10 Hemdale Business Park, Nuneaton, CV11 6GL )
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